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Introduction

1 Introduction

Welcome to Kramer Electronics! Since 1981, Kramer Electronics has been
providing aworld of unique, creative, and affordable solutions to the vast range
of problems that confront the video, audio, presentation, and broadcasting
professional on adaily basis. In recent years, we have redesigned and upgraded
most of our line, making the best even better! Our 1,000-plus different models
now appear in 11 groups' that are clearly defined by function.

Congratulations on purchasing your Kramer Room Controller (RC) device,
which isideal for controlling A/V equipment and media room items.

The configuration software is part of the package and includes this RC-SV
Configuration Guide’.

1 GROUP 1: Distribution Amplifiers; GROUP 2: Switchers and Matrix Switchers; GROUP 3: Control Systems; GROUP 4:
Format/Standards Converters; GROUP 5: Range Extenders and Repeaters; GROUP 6: Specidty AV Products; GROUP 7:
Scan Converters and Scalers; GROUP 8: Cables and Connectors; GROUP 9: Room Connectivity; GROUP 10: Accessories
and Rack Adapters; GROUP 11: Sierra Products

2 Download up-to-date Kramer user manuals and guides from the Internet at this URL: http://www.kramerelectronics.com
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Introduction

1.1 Quick Start

To configure your Room Controller, follow these basic steps (see section 4):

4 N\
Step 1: Install the software Step 2: Download and install the Drivers
R «

VIERIPY Tt S IS "N RRAYEINERS THE ROOM CONTROLLER CAN ONLY IDENTIFY A
RSN 20 FEATIARE 2 DAL PERIPHERAL DEVICE (FOR EXAMPLE, A KRAMER
SWITCHER OR SCALER, A DVD AND A PROJECTOR)
1. Download the software from our Web site . .
at: http://www.kramerelectronics.com 1. Check, according to your list of
) peripheral devices, that you have all the
2. Extract the ZIP file required drivers
3. Install the software application 2. Download the required drivers to a folder
4. Install the Kramer USB driver g{JPreer)i(;ﬁane“r);?'Dce\%g%er‘i;%?g)m-
/
_ _/

Step 3: Create the Driver commands

Step 4: Port mapping

YOU CAN WRITE TWO TYPES OF COMMANDS TO
A CONNECTED PERIPHERAL DEVICE: SERIAL
COMMANDS AND IR COMMANDS

1. In the Driver Manager window, select the
required driver from the Vendor, Device
and Revision areas

2. Create a command via the Serial
Command area or the IR Commands
area

T0 CREATE [R COMMANDS FOR A SELECTED
DEVICE, YOU HAVE TO CONNECT THE RC DEVICE .
DIRECTLY TO YOUR PG VIA THE USB Step 5: Button Configuration
CONNECTOR AND USE THE IR REMOTE
CONTROL TRANSMITTER OF THE PERIPHERAL
DEVICE

2 KRAMER: SIMPLE CREATIVE TECHNOLOGY



